[image: 鼎信中英文logo]
Shenzhen Dinstar Co.,Ltd.
1. Beta Version 71.06.43.02 T4
	Models
	Software Version
	Firmware Name
	Building time

	MGE1200
	71.06.43.02 T4
	package_71064302_T4_2000c.ldf
	2024-10-09  10:25:17



2. Version relevance
2.1  Base version 71.06.43.02 T3 2024-08-30 10:12:23   

3. Bug Fixing
3.1 Position 1, SIOS/SIO adjust for Q.781 more.

4. Improvements
Null
5. Others
[bookmark: _Hlk175928038]The following image is device upgraded. 
[image: 表格

描述已自动生成]
6. Note
Null.

Add: Floor 18, Building 1A, Vanke Cloud City Phase 1, Xingke 1st Street, Tel:  +86-0755-61919966

Xili Sub-district, Nanshan, Shenzhen, China
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System Information

General
cPUID D2-B6-64-16-4F-12-33-27
CPU Temperature 530 Usage(d0s) 0%
Userboard CPU Temperature [0°C0°C] [0°C0°C] [0°C0°C] [0°C 0°C] [0°C 0°C]
GE1 MAC-Work Made Fa-AD-32-18-22-10 100MIFull-duplex
GED MAC-Work Mode Fa-A0-32-1822-11 down
Senice Ethemet nterface(GET) 1722322210 25525500 1722311
Managerent Ethemst Interface(GED) 192168111 2652562550 0.00.0
DNS Server 8888 0000
Device ID 3030-980-3218-2210
Cloud Server Register Status Not Registersd §57Share  Master TG
Systern Time 2024-10-8 11:45:51
Systern Uptime 6s
License offical
GE1 Network Speed(Kbitis) Received 113 sent 220
GED Network Speed(Kbitis) Received 0 sent 0
Version
Device Madel MGE1200 WarkMode  Standard Mode,
Hardware Version FCB 04.01, BackBoardID 1, LogiclD 0, FlashiD 2c
Boot Version 19 Kernel Version 28
Software Version 71.08.4302T4 WebVersion  71.06.43.02T4
Time Built 2024-10-00,10:2517
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