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Shenzhen Dinstar Co.,Ltd.
1. Beta Version 71.06.43.02 T5
	Models
	Software Version
	Firmware Name
	Building time

	MGE1200
	71.06.43.02 T5
	package_71064302_T5_2000c.ldf
	2024-12-25.18:59:59



2. Version relevance
2.1  Base version 71.06.43.02 T4 2024-10-09 10:25:17

3. Bug Fixing
3.1 Transferred the cause of reason from SIP-T to SS7.
3.2 Fix the bug when using SIP-T for SS7->IP call and re-routing to IP, the 2nd INVITE without ISUP-Body.
4. Improvements
Null
5. Others
[bookmark: _Hlk175928038]The following image is device upgraded. 
[image: 图片包含 表格

描述已自动生成]
6. Note
Null.
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System Information

General
CcPUID E£460.90-C1-E3-37-61-30
CPU Temperature arc Usage(@ls)  13%
Userboard CPU Temperature [45°C0°C] [50°C 49°C] [49°C 48°C] [44°C 43°C] [42°C 46°C]
‘GE1 MAC-Work Mode F8-A0-3D-40-76-02 1000MIFul-duplex
‘GED MAC-Work Mode F8-A0-3D-40-76-03 1000MIFul-duplex
‘Service Ethemet Interface(GE1) 17230882 25525500 1723001
Management Ethemet Interface(GED)  192.188.11.12 2552552550 0.00.0
DNS Server 8382 0000
Device ID 0c27-1234-1234-3313
Cloud Server Register Status Not Registered SS7Share  Master TG
System Time 20241225 19:10:30
‘System Uptime 1m40s
License Remaining Time 63 Days
GE1 Network Speed(Koits) Received 4 Sent °
GED Network Speed(KGits) Received 3 Sent 0
Version
Device Model MGE1200 WorkMode  Standard Mode
Hardware Version PCB 04,01, BackBoardID 1, LogicID 0, FiashiD 0
Boot Version 7 Kemel Version 21
‘Software Version 71.06.43027T5 WebVersion  71.06.43.02T5
“Time Buit 20241225, 18:50:50
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