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Shenzhen Dinstar Co.,Ltd.
1. Beta Version 71.06.44.02 T6
	Models
	Software Version
	Firmware Name
	Building time

	MGE1300
	71.06.44.02 T6
	package_71064402_T6_3000c
	2025-01-21 18:06:47



2. Version relevance
2.1  Base version 71.06.44.02 T5 2024-12-25 19:02:03

3. Bug Fixing
3.1 [bookmark: _Hlk188384990]Support transferred the cause of reason from SIP-T to SS7 when SIP-T with “application/isup”.
4. Improvements
Null.
5. Others
[bookmark: _Hlk175928038]The following image is device upgraded. 
[image: 日程表

描述已自动生成]

6. Note
Null.
Add: Floor 18, Building 1A, Vanke Cloud City Phase 1, Xingke 1st Street, Tel:  +86-0755-61919966

Xili Sub-district, Nanshan, Shenzhen, China
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ystem Information

General
CcPUID E462.0C-18-C3-36-18-2E
CPU Temperature a5°C Usage(@ls) 5%
‘GE1 MAC-Work Mode F8-AD-3D-6A20-E4 1000MIFul-duplex
‘GED MAC-Work Mode F8-AD-3D-6A20-65 down
‘Service Ethemet Interface(GE1) 1722850200 25525500 1722841
Management Ethemet Interface(GED) 192188111 2552552550 0.000
DNS Server 8382 14114114114
Device ID dc12-18a0-3d62-2084
Cloud Server Register Status Not Registered SS7Share  Master TG
System Time 2025121 182525
‘System Uptime ama3s
License Remaining Time 11 Days
GE1 Network Speed(Koits) Received 103 Sent 4
GED Network Spesd(KGits) Received 0 Sent 0
Current Mcu Card MCUD
‘Slave Card Communication suce

Version
Device Model MGE1300 WorkMode  Standard Mode
Hardware Version PCB 06,01, BackBoardiD 0, LogicID 0, FlashiD 2c
Boot Version 19 Kemel Version 28
‘Software Version 71.06.44027T6 WebVersion  71.06.44.02T6
“Time Buit 20250121, 18:06:47
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